








R
el

ea
se

 d
at

e:
 2

02
3-

03
-2

8 
D

at
e 

of
 is

su
e:

 2
02

3-
03

-2
8 

F
ile

na
m

e:
 2

65
35

5_
en

g.
pd

f

LS682-DA-EN/F2/35/146

5
Germany: +49 621 776 1111Pepperl+Fuchs Group

Refer to "General Notes Relating to Pepperl+Fuchs Product Information".

USA: +1 330 486 0001 Singapore: +65 6779 9091
www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.comfa-info@de.pepperl-fuchs.com

Optical data coupler

Product Description

The LS682-DA-EN is a device for serial data transfer in Ethernet systems. One F1 and one F2 device is needed for each data 
transfer link.

Data is transferred in both directions simultaneously by means of modulated light.

Function Displays/Excess Gain
A red alignment LED, which can be seen from a long way off, is located on the front of the device to serve as an alignment aid. 
As soon as a receiver detects the emitted light of the device opposite it, the flashing frequency of the alignment aid decreases. If 
the light goes out, this indicates that the devices are aligned with sufficient excess gain. For fine adjustment, the optical data 
coupler features a bar graph display (signal display) for optimum alignment.

Mounting
The device is mounted using appropriate accessories, e.g., OMH-LS610-01 for wall mounting.

The x-y adjuster is delivered preassembled. It is fixed in the required beam direction (±90° rotation possible) on the mounting 
bracket.

Additional Information

Signal display

Status

Transmission

Green area
(at least one LED)
Signal with excess gain
weak signal output active
Transmission with
excess gain

Yellow area
(at least one LED)
Sufficient excess gain

Released

Red area

Weak signal

Blocked
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