








R
el

ea
se

 d
at

e:
 2

02
3-

04
-0

4 
D

at
e 

of
 is

su
e:

 2
02

3-
04

-0
4 

Fi
le

na
m

e:
 4

18
07

5_
en

g.
pd

f
DK20-25/110/124

5
Germany: +49 621 776 1111Pepperl+Fuchs Group

Refer to "General Notes Relating to Pepperl+Fuchs Product Information".
USA: +1 330 486 0001 Singapore: +65 6779 9091

www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.comfa-info@de.pepperl-fuchs.com

Print mark contrast sensor

Construction

This device is supplied with a changeable Lens. By interchanging Lens and cover the sensor is able to be modified from a side-
looker to a top-looker and vice versa.

Adjustment
1. Point the light spot to the print mark. With mirroring or shiny object surface the sensor has to be tilt by 10° ... 15°.
2. Press Teach-In key at the device or apply a positive pulse (UB+) for at least 50 ms to the external Teach-In input. 

After finishing this first step, the indicator LED flashes slowly (approx. 1 Hz).
3. Point light spot to the underground/background.
4. Press Teach-In key or apply Teach-In signal once more.
5. If Teach-In successful: sensor in switching mod, LED off.

Alarme-Function: insufficient contrast. No reliable switching operation possible. Indicator LED flashes fast (approx. 4 Hz)
6. Return to switching mode when pressing key
The switching signal level is set automatically to the middle between print mark and background.
If there is the same contrast between mark and background for various transmitter colours, the sensor selects a transmitter colour 
by random.
For exact contrast evaluation the DK... , as an option, can be delivered with an additional analogue output.

Additional Information
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