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Print mark contrast sensor

Switching threshold adjustment
The required switching threshold is adjusted with the sensitivity control. Please proceed as follows:
1. Switch the light/dark change-over switch to the light setting.
2. Point the light spot at the light part of the surface being scanned.
3. If the yellow indicator LED lights up, turn the sensitivity control to the left until the indicator LED goes off again.

If the yellow indicator LED does not light up, miss out this step.
4. Turn the sensitivity control to the right until the indicator LED just lights up.
5. Point the light spot at the dark part of the surface being scanned.
6. The indicator LED must have gone off.
7. Turn the sensitivity control to the right again until the indicator LED lights up again. Counting the number of turns.
8. Turn the sensitivity control back to the left by half the number of counted turns.

Once the DK10 colour mark scanner has been adjusted in this way, the switching thres-hold is exactly in the middle of the 
measured light and dark values. The greater the number the number of times the sensitivity control is turned between the light 
and the dark marks, the greater the contrast.
Recommendation:  The number of turns should be to > 0.5.

Switching mode adjustment:

Adjustment instructions

Setting of
light/dark switch

Receiver  Output
PNP

Output
NPN

H exposed inactive active

unexposed active inactive

D exposed active inactive

unexposed inactive active


	Print mark contrast sensor
	DK10-LAS/49
	Function
	Dimensions


