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Diffuse mode sensor 

Mounting instructions: 
The sensor can be mounted directly by means of thru-holes or by using a fixing bracket or mounting clamp (not included in the
scope of delivery).
Ensure that the surface is level in order to prevent the housing from becoming distorted when the fittings are tightened. It is
advisable to secure the nuts and screws using spring disks to prevent the sensor from being misaligned.

Connection:
Connect the device as set out in the connection diagram.

Adjustment:
The green LED lights up when the operating voltage is applied.
Adjust the sensor so that the laser point is on the center of the target.

A pressure equalization membrane is fitted on the sensor nameplate.
When mounting, make sure that the pressure equalization membrane is not sealed off.

Activating the operating function:
Activate the operating function by turning the sensing range adjuster by more than 180°.
If no operation takes place within five minutes, the operating function will be deactivated.

Sensing range adjustment:
To increase the sensing range, turn the sensing range adjuster in a clockwise direction.
To reduce the sensing range, turn the sensing range adjuster in a counterclockwise direction.

To jump directly to the switch point, use the Quick Twist function. This function can be activated by quickly turning the sensing
range adjuster. If Quick Twist was successful, the yellow LED will change status.
To make subsequent fine adjustments to the sensing range, turn the sensing range adjuster slowly.

As soon as the scanning range limit has been reached, the green and yellow LEDs will quickly flash alternately (approx. 8 Hz).

Intended Use

Installation Note

Operating Concept
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